
INDRIVETEC AG 
"bricks up" flexible energy storage systems 

“BRICK” FlexConvert-DC-PV 

Technical data  

SWISS engineering  

Technical data are subject to change, even for reasons on country-specific deviations.  
Indrivetec assumes no liability for errors and omissions. 
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Input - PV FC-DC500B-PV FC-DC500BB-PV 

Maximum PV Power 500 kWp @ 650 VDC DC Bus 500 kWp @ U > 650 VDC 

Maximum PV voltage 1200 VDC 1150 VDC 

Maximum current 800 A 

Maximum efficiency 98,6 % 98,5 % 

MPP(T) voltage range 400 VDC – 1100 VDC 

Output – DC-Bus/ESS  

DC-Bus-voltage range 400 VDC – 1150 VDC 250 VDC – 1100 VDC 

General data  

Dimensions (L x W x H) 1000x800x2000 mm 1000x800x2000 mm 

Weight 650 kg 850 kg 

Ambient temperature -20… +45°C (extended range upon request) 

Block diagram FlexConvert-DC-PV 
  

               



INDRIVETEC AG 
“BRICK” FlexConvert-DC-PV 

 

FlexConvert-DC-PV 
the flexible and versatile product family for DC-coupling 

 

System advantages 

Bidirectional DC-DC converter with highly efficient MPPT control algorithms 

DC-DC-Converter to leverage the benefits of DC-coupled systems 

Energy Storage and PV with integrated services and functionalities 

High efficiency at different DC voltages as well as partial and full load 

Limitation of high short-circuit currents of the battery  

SWISS engineering  

In
d

ri
ve

te
c 

A
G

 -
 H

ag
en

h
o

lz
st

ra
ss

e 
7

1
 -

 C
H

-8
0

5
0

 Z
ü

ri
ch

 –
 P

h
o

n
e 

+ 
4

1
 4

4
 5

1
5

 3
7

 0
0

 -
 s

al
es

@
in

d
ri

ve
te

c.
co

m
 –

 w
w

w
.in

d
ri

ve
te

c.
co

m
 

Input - PV FC-DC500-PV FC-DC1000-PV 

Maximum PV Power 500 kWp @ 1000 VDC DC Bus 1000 kWp @ U > 1000 VDC 

Maximum PV voltage 1500 VDC 1500 VDC 

Maximum current 500 A 1000 A 

Maximum efficiency 98,6 %  

MPP(T) voltage range 700 VDC – 1500 VDC 

Output – DC-Bus/ESS  

DC-Bus-voltage range 400 VDC – 1500 VDC 

General data  

Dimensions (L x W x H) 1200x800x2000 mm 1800x800x2000 mm 

Weight 650 kg 1150 kg 

Ambient temperature -20… +45°C (extended range upon request) 

Innovation 2022 - 2023 

FexConvert-DC-PV-1500  

DC-DC converter with 1500 VDC MPPT 

Technical data are subject to change, even for reasons on country-specific deviations.  
Indrivetec assumes no liability for errors and omissions. 

Technical data  


